
Analog and Digital Video Sync-Generator 
Presentiing the new Echolab  analog and digital format Sync-Generator ideally suited and certifi ed for use with the Echolab’s Opera series 
of broadcast-quality video production switchers.  Available as a standalone product, the Sync-Generator can be easily added to any live video 
production studio.

All high-quality video production studios with analog and digital devices should have a reliable analog black burst and SDI black reference as their 
genlock solution. Unfortunately, simply converting an analog signal to SDI black won’t likely provide a high-quality digital genlock signal that has very 
low levels of timing jitter. Using this Sync-Generator provided by Echolab, all analog and digital devices within your studio can have a high-quality 
genlock signal in both analog and digital formats. 

The Echolab Sync-Generator can be housed in either a fi xed two-card Echolab desktop frame, or an expandable six-card Echolab rack mount 
frame. The expandable frame will accommodate additional Crystal Vision interface gear.  So look no further.

w/ Fixed Desktop Frame 
Desktop  -  (1RU rack mount ears included) 
Echolab Sync-Generator with 4 SDI Black outputs, 4 composite Black and Burst outputs, and a looping reference input. 

Analog and Digital Video Sync-Generator 
w/ Expandable Frame (1RU)
Echolab Sync-Generator with 4 SDI Black outputs, 4 composite Black and Burst outputs, and a looping reference input.  Provides future 
expansion opportunities to hold up to 6 cards and 6 rear modules for distribution amplifi ers, aspect ratio converters and other cards.

High quality genlock signal in both analog & digital formats.



Echolab Sync-Generator
The Echolab Sync-Generator will output both an analog and serial digital reference. The 
Sync-Generator may be operated as a free running source for studio reference, or locked to an 
existing analog reference signal. The output delay of the Sync-Generator is adjustable up to two 
fi elds. The output can be in blue or black, and in NTSC or PAL formats.

 

The serial digital output has very low output jitter both when used with a stable analog reference 
and when used in free-run mode. The minimum delay between the input reference and output 
is only 2μs.

The main features are as follows:
 • Operates in free-run or synchronized modes
 • Selectable black or blue output
 • Up to four simultaneous Serial Digital and four Composite outputs
 • Output timing up to two fi eld’s adjustment from analog reference input
 • 50 ppm free running accuracy

The Echolab Sync-Generator has two modes of operation, free-run and synchronized . 
In synchronized mode the unit takes its timing from the analog external reference (studio 
signal) and will automatically lock its output to this. It is then possible to add a delay of 
between 0 and 2 fi elds in lines and pixels to the output reference with respect to the 
external reference.

In free-run mode the output reference is timed to an accurate on board clock generator. 
Switching between free running and synchronizer mode is automatic when the external 
reference is added or removed.

SYSTEM SPECIFICATIONS
Dimensions  100mm x 266 mm module with DIN 41612 connector
Weight  225g
Power consumption 12 W
Reference input Video - Analog Black and Burst, mixed syncs or video
  Amplitude of syncs 100mV to 4VPCB link selects 75 Ω 
  termination or high impedance with loop-through
Outputs 
SDI  Maximum of 4 reclocked SDI outputs to 
  EBU Tech 3267-E andSMPTE-259M
  Will drive >200m Belden 8281 or equivalent
Composite  Maximum of 4 PAL/NTSC analog outputs
Processing  Delay - Output reference delayed to external reference input from 
  2 μs to 2 fi elds
Control 
Local/remote control panel: Multi-drop 19200 Baud, 8 bits, no parity – control from local frame active 
front panel / remote panel
SDI Jitter : 397-434ps in both alignment and timing jitter when measured in free-run mode

SPECIFICATIONS - Expandable Frame  : Model Number: ADVSG-E 
Dimensions  482mm wide (19 inches), 44.5mm high (1U), 425mm deep
Weight  3.5 kg
Power requirements 85 to 264 volts, 47 to 400Hz 
Power Supply Single plug in power supply (75 Watt)
Capacity  1 RU rack Mount - For up to 6 modules

SPECIFICATIONS - Desktop Fixed Frame : Model Number: ADVSG-F 
Dimensions  223mm wide, 44.5mm high (1U), 365mm deep.
Weight  2.5 kg
Power requirements 20-36Vdc 30W max 
Power Supply Single built in power supply
Capacity  1 RU Desk Mount  (With rack mount ears) - For up to 2 modules

Complete technical overview.
Please visit www.echolab.com to downlaod the full Echolab Syn-Generator Manual.

System Overview with Opera Switchers and Mixed 
Format Devices
The Sync-Generator is certifi ed for use with all dual format Opera switchers.  Using Sync-
Generator as the master genlock signal for the video production system is the ideal way 
to ensure that all analog and digital devices have stable and synchronized genlock signals 
in analog black and burst or SDI black formats.  In this confi guration, the switcher and up 
to 3 devices can use the SDI black signal as a genlock signal and up to 4 devices can use 
the analog black and burst signal as their genlock signal.  In this model, the system should 
be confi gured in the following manner.

System Overview with Nova Switchers
The Sync-Generator is also certifi ed for use with Nova switchers in an all digital system.  
In this confi guration, the switcher and up to 3 devices can use the SDI black signal and 
up to 4 devices can use the analog black and burst signal as their genlock source.  All 
devices must have an SDI output signal without using external analog to digital conversion 
equipment.  Using external conversion equipment will introduce a delay in the SDI signal, 
causing the SDI video to be out of time with respect to the system’s genlock.
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